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CHAPTER 3B. PAVEMENT AND CURB MARKINGS

: . " . ngs used to delineate the
Section 3B.01 Yellow Centerline and Left Edge Line Pavement Markings and adway and shall be yellow.

Warrants

Option:

. Centerline pavernent markings may be placed at a location that is not the geometric center of the roadway.

Standard: . . . ! .
On roadways withoul continuous centerline pavement markings, short sections may be marked with

centerline pavement markings to control the position of traffic at specific locations, such as around curves, over

hills, on approaches to highway-railmad grade crossings, at highway-railmad grade crossings, and at bridges

Stal

Centerline pavement markings, when used, shall be the pavement markings
used to delineate the separation of traffic lanes that have opposite directions of
travel on a roadway and shall be yellow.

Option: sing zone marl
gs for passi

Centerline pavement markings may be placed at a location that is not the geometrical center
of the roadway.

On roadways without continuous centerline pavement markings, short sections may be
marked with centerline pavement markings to control the position of traffic at specific locations,
such as around curves, over hills, on approaches to highway-railroad grade crossings, at
highway-railroad grade crossings, and at bridges.

vehicle
al solid yellow

always available shall be the two-d
s aw show aR-2.

Standard:
Guidance:

On two-way maadways with three through lanes for moving motor vehicle traffic, two lanes should he
designated for traffic in one direction by using one- or two-direction no-passing zone markings as shown in

Figure 38-3

The centerline markings on two-lane, two-way roadways shall be one of the
following as shown in Figure 3B-1:

A. Two-direction passing zone markings consisting of a normal broken yellow
line where crossing the centerline markings for passing with care is
permitted for traffic traveling in either direction.

shall be placed on all paved urban arte
th « 1 ADT of 6,000 vehicles per day or greate
ced on all paved two-way s hways that have three or more lanes for

eets or hi

B. One-direction no-passing zone markings consisting of a normal broken
yellow line and a normal solid yellow line where crossing the centerline
markings for passing with care is permitted for the traffic traveling adjacent
to the broken line, but is prohibited for traffic traveling adjacent to the solid
line.

Centerline markings should he placed an paved urhan arterials and collectors that have a traveled way of
6.1 m (20 ft) or more in width and an ADT of 4,000 vehicles per day or greater. Centerline markings should also
he placed on all rural arterials and collectors that have a traveled way of 5.5 m (18 ft) or more in width and an
ADT of 3,000 vehicles per day or greater. Centerline markings should also be placed on other traveled ways
where an engineering study indicates such a need

Engineering judgment should be used in determining whether to place centerline markings on traveled ways
that are less than 4.9 m (16 {1) wide because of the potential for traffic encroaching on the pavement edges,
tralfic being alTected by parked vehicles, and traflic encroaching into the opposing traffic lane.

Option:

Centerline markings may be placed on other paved two-way traveled ways that are 4.9 m (16 1) or more

in width.

C. Two-direction no-passing zone markings consisting of two normal solid
yellow lines where crossing the centerline markings for passing is prohibited
for traffic traveling in either direction.

The centerline markings on undivided two-way roadways with four or more
traffic lanes always available shall be the two-direction no-passing zone markings
consisting of two normal solid yellow lines as shown in Figure 3B-2.

If a traffic count is not available, the ADTs described in this Section may be estimates that are based on
engineering judgment.
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